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Project Introduction

ÅFrederick G. Gardiner Expressway

ïElevated freeway through downtown Toronto

ÅLower Don Lands

ïFormer industrial land redeveloped into 
residential and commercial uses

ÅGardiner is seen as a barrier to the 
redeveloped LDL

ïInvestigate solutions



Project Introduction

ÅJoint Clients

ïCity of Toronto and Waterfront Toronto

ïCity owns the Gardiner

ïWaterfront Toronto is charged with revitalisation
of the waterfront

ÅSensitive Project



Project Scope and Goals

Å$6M Planning and Design Study
ïSub to Dillon Consulting

ï~$300k Microsimulation budget

ÅInvestigate four design options for treatments 
east of Jarvis Street
ïDo Nothing, Ameliorate, Remove, Submerge

ïFive construction staging models

ÅGoal is to investigate ways of reconnecting the 
redeveloped Lower Don Lands to the City



Microsimulation Model Area

Å5 mi2 (13 km2)

ÅDense, urban development
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Methodology

ÅCreate existing conditions

ïRoad selection

ïZone system creation

ïInclude transit and pedestrians

ÅMatrix Estimation

ÅCalibration / Validation

ÅAlternative Testing

ÅConstruction Staging



Existing Conditions

ÅMost roadways in study area

ïArterial and up, some collectors, and few locals

ÅCoding issues with Lake Shore Boulevard


